
NOTICE TO SWIMMING POOL OWNERS 
 
 
PREVENT DRINKING WATER CONTAMINATION: 
 

····     Temporary pools: When a temporary pool of 3 feet deep or more is filled with municipal 
or well water, the hose or pipe outlet to the pool must be at least two diameters above the 
water (flood) level of the pool (Example: A 1-inch diameter hose must be at least 2 inches 
above the water level of the pool). 

 
The pipe or hose connection must be equipped with a vacuum breaker valve to help 
prevent contaminated pool water from entering the drinking water stream. 

 
····     Permanent pools: Backflow prevention devices must be installed on the water supply. A 

plumbing permit and final inspection by the City of Moncton is required for this work. 
 
 
POOL SAFETY: FENCES 
 

····     Any pool that can hold 3 feet of water of more requires a fence. 
····     A 5-foot fence that cannot be climbed by toddlers must surround inflatable pools. (See City 

By-law requirements) 
····     The fence must be installed at least 4 feet away from the pool. 
····     A lockable gate is required on all fences enclosing a pool. 

 
 
*Detailed information at www.moncton.ca, By-Laws section. (By-Law Z-202, section 2.21, p. 24) 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 
 
 



 
 
 
 
 
 



 


